










16 Auditor

Measurements

THD vs. Frequency

Measuring output and input 600 Ohm, Volume control Auditor 0 dB. 

THD vs. frequency range from 10 to 20 kHz at 0 dB over both channels. 
The values are extremely low around 0.001% throughout the whole 
range; even in long sessions this ensures listening without ear fatigue. 

Audio Precision 05/04/09 15:04:58 THD+N vs FREQUENCY

0.00001

5

0.0001

0.001

0.01

0.1

1

%

2k 20k4k 6k 8k 10k 12k 14k 16k 18k

Hz

Phase Response Input vs. Output, Left and Right Channel

Measuring output and input 600 Ohm, Volume control Auditor 0 dB.  
This measurement shows the minimum deviation of phase in the upper 
frequency range. Phase response describes the time difference bet-
ween input and output signal – the less, the better. The extremely tight 
phase response up to 50 kHz excludes any audible effects.
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Specifications 

Audio

Frequency response:	 ‹5 Hz to ›200 kHz ( -3 dB)

CMRR:	 -80 dBu 

(@1 kHz, 0dBu input level and unity gain)

Crosstalk @ 1 kHz:	 -84 dB 

THD @ 1 kHz:	 0,001 %  
(@1 kHz, 0dBu input level and unity gain)

Noise (A-weighted):	 -97 dBu 

Dynamic range:	 129 dB
(@ connection with 600  Ω impedance)

Inputs (XLR sockets, electronically balanced)

Impedance:	 ca. 20 kΩ balanced
	 ca. 10 kΩ unbalanced

Maximum Input Level:	 +24 dBu

Outputs

XLR connections: 	 Input thru, electronically balanced

Headphone output:	 6,35 mm stereo 1/4" TRS connection
Pin wiring: tip=left, ring=right, shaft=GND

Min. Impedance connected:	 9 Ω

Power Amplifier

Max. Output Performance: 	1,7 W (+32,2 dBm)
	 @ 1 kHz and 600 Ω connection

	 360 mW (+25,6 dBm)
	 @ 1 kHz and 30 Ω connection

Power Supply	

Features:	 Toroidal transformer with voltage selector 

Voltages: 	 230 V AC, 50 Hz / 115 V AC, 60 Hz
Fuses (slow blow):	 200-240 V AC: T 200 mA
	 100-120  V AC: T 400 m A
Power consumption: 	 max. 5,6 W/7,9  VA/0,03 A

Dimensions & Weight

Height x Width x Depth:	 95 x 210 x 315 mm

Depth with Volume knob:	 335 mm

Height with lifted feet:	 127 mm

Weight:	 2.65 kg/5,84 lbs 

Note: 0 dBu = 0,775 V. Specifications are subject to change without notice.
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Please note the terms on the guarantee card enclosed in the package.

Direct SPL product support requires product registration. Please fill 
out the guarantee card in printed letters and send it directly to SPL. Or 
use the online registration form that may be reached at www.spl.info.

Guarantee & Product Registration


